NPD12600

N ON
DUIEH AGM Deep Cycle Battery

General Features

eOxygen recombination technology: maintenance-free.

e The patent grid alloy: less gassing,low self-discharging.

eSpecial paste formula: additives for deep discharge, long cycle life.

eHigh quality AGM separator: extend cycle life and prevent micro short circuit.

e The patent Nano silica gel electrolytes: improve the deep discharge performance.
eCast on strap (COS) welding technology for high consistency and reliability.

#ABS container: increase the strength of battery.

Application

e Electric vehicle e Lawn mowers o lllumination light e Wheelchairs

o Sweeper e Electric toys o Electric tools e Golf trolley and golf cart

Specification

Nominal Voltage 12V Terminal Unit:mm

Nominal Capacity 60Ah ,C20@1.80Vpc, 25°C(77°F) 6
Length 229mm(9.02 inch) e m* @\J\
Width 138.5mm(5.45 inch)

Dimension

Container Height 211mm(8.31 inch)

Total Height (With Terminal) 216mm(8.50 inch)

60Ah/(20HTr, 1.80V/cell)

57Ah/ (10Hr, 1.80V/cell)

Rated Capacity 54Ah/(5Hr, 1.75V/cell)

(25°CIT7°F)
50Ah/(3Hr, 1.75VI/cell) q g
Dimension  unitmm
42Ah/(1Hr, 1.70V/cell) 2ot1 13851
#ﬁ“ g7 (i i v ==
Weight 16.5Kg +5% (36.48lbs)
Terminal Female Copper Insert M6 gg
Container Material ABS
Discharge: -20 to +50°C(-4~122°F)
PR Er— .
Operating Temp. Range Charge: -20 to +50°C(-4~122°F) ] =
Storage: -20 to +50°C(-4~122°F) | }
B NE ela
102% @ 40°C(104°F) o —— o
Capacity affected by 100% @ 25°C(77°F)
Temperature 85% @ 0°C(32°F)

65% @ -15°C(5°F)

This information is generally descriptive only and is not intended to make or imply any representation, guarantee or warranty with respect to any cells and batteries.

Cell and Battery designs/specification are subject to modification without notice. Contact YHI Power for latest information.
YHI POWER Pty. Ltd  Melbourne Head Office: 20-22 Venture Way, Braeside, VIC 3195 Ph: 03 9588 1888 Web: yhipower.com.au
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NPD12600
Discharge performance

Constant Current Discharge Table (25°C/77°F) Unit: A

F.V/Time 15min 20min 30min 45min 1h 2h 3h

1.85V/cell 193.1 1316 1121 921 67.7 484 383 229 157 120 9.8 825 645 557 3.00
1.80V/cell 2085 1372 1149 944 700 496 394 234 16.1 122 100 845 6.63 574 3.02
1.75V/cell 2204 1436 1179 96.7 721 516 41.0 241 166 126 104 876 6.83 587 3.08
1.70V/cell 226.7 1471 1219 992 738 53.0 423 247 169 130 106 899 7.07 6.08 3.13
1.65V/cell 231.0 1516 1247 1016 755 547 438 252 173 133 109 924 724 615 3.19

1.60V/cell 2369 158.0 129.2 1049 775 562 447 260 179 137 112 948 7.41 6.28 3.24

Constant Power Discharge Table (25°C/77°F) Unit: W

F.V/Time 15min 20min 30min 45min 1h 2h 3h 4h

1.85V/cell 3595 2471 2120 1764 131.0 943 7500 452 311 238 195 16.46 1290 11.36 6.01
1.80V/cell 383.1 2542 2149 1787 133.8 959 7680 459 317 242 198 16.82 1322 11.68 6.08
1.75V/cell 3954 2611 2177 1812 136.6 992 793 470 324 248 205 1735 1357 1190 6.16
1.70V/cell 396.6 2625 2225 1838 1389 1012 816 480 33.0 255 21.0 17.77 14.03 1214 6.25
1.65V/cell 398.1 2678 2253 1875 141.0 1040 842 489 338 260 214 1823 1433 1233 6.35

1.60V/cell 399.1 2719 2295 191.0 143.6 1059 852 500 346 267 219 18.63 14.64 1258 6.44

Performance Curve
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