
NPD12950

91Ah/(10Hr,1.80V/cell)

95Ah

86Ah/(5Hr,1.75V/cell)

77Ah/(3Hr,1.75V/cell)

66Ah/(1Hr,1.70V/cell)

95Ah/(20Hr,1.80V/cell)



NPD12950

301.6 205.7 175.1 144.0 105.8 75.6 59.9 35.8 24.53 18.69 16.91 12.89 10.08 8.86 4.68

325.7 214.4 179.5 147.5 109.3 77.5 61.6 36.6 25.14 19.13 17.14 13.21 10.36 9.14 4.75

344.4 224.3 184.3 151.1 112.6 80.7 64.0 37.6 25.81 19.67 17.21 13.68 10.67 9.33 4.82

354.3 229.8 190.5 154.9 115.3 82.7 66.1 38.5 26.35 20.25 17.37 14.05 11.05 9.53 4.89

360.8 236.9 194.9 158.8 117.9 85.4 68.5 39.4 27.1 20.75 17.37 14.44 11.31 9.70 4.98

370.2 246.8 201.8 164.0 121.0 87.7 69.8 40.6 27.9 21.43 17.37 14.81 11.58 9.92 5.06

561.7 386.0 331.2 275.5 204.6 147.3 117.2 70.6 48.6 37.2 33.7 25.72 20.15 17.74 9.40

598.5 397.1 335.8 279.1 209.0 149.9 120.0 71.8 49.6 37.9 34.0 26.27 20.66 18.26 9.51

617.8 407.9 340.1 283.0 213.5 155.0 123.9 73.4 50.7 38.8 34.0 27.1 21.21 18.60 9.62

619.6 410.1 347.7 287.2 217.0 158.1 127.5 75.0 51.6 39.8 34.2 27.8 21.92 18.97 9.76

622.0 418.4 352.0 292.9 220.3 162.5 131.6 76.4 52.8 40.6 34.1 28.5 22.39 19.26 9.92

623.5 424.8 358.5 298.4 224.3 165.4 133.1 78.0 54.1 41.7 34.0 29.1 22.87 19.66 10.06

Discharge performance
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